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1. Introduction 

This plan defines measures and procedures for maintaining site control, traffic management 

and planned transportation routes. Traffic management with planned truck routes are 

necessary for alleviating traffic congestion and roadway wear and to establish site roadways 

to be used during Project activities. To insure all safety rules and plans are adhered to, site 

ingress and egress will be limited to authorized personnel only. 

 
 

2. Site Control Measures 

Upon arrival to the Project site, all trucks will enter through a designated gate on Bandini Blvd. 

(see Attachment 1) All truck drivers will be required to sign in; be briefed on site specific 

instructions; and, will be given printed driving route maps, as applicable. A written statement 

will be provided confirming that the transportation routes have been provided and reviewed by 

the truck driver(s), and the route will be followed, except to the extent that road closures require 

an alternate route. 

 
 

3. On-site Traffic Control/Vehicle Safety 

Proper traffic control measures have been determined (and may be adjusted should site 

conditions change) by the project manager (PM) and the site safety and health officer (SSHO) 

based on an evaluation of traffic and project area hazards.  This evaluation included the 

following considerations: 

 

� Overhead obstructions; 

� Traffic patterns and schedules of adjacent properties (i.e., adjustment to avoid coincident 

peaks of traffic); 

� Severity of potential vehicle impact on demolition areas; 

� Traffic impact on airborne dust generation; 

� Pedestrian traffic patterns; 

� Turning radius; 

� Driver visibility along route; 

� Road and equipment staging areas surface condition (including drainage for storm 

events); and 

� Route and equipment staging areas proximity to personnel and site activities. 

Traffic control measures will be implemented during the loading and hauling of materials. A flag 

person will be posted at the site entrance and exit and at specific locations along the route to 

communicate changes in traffic patterns or emergencies that may affect truck travel along the 

route and to ensure safe and uninterrupted flow of traffic in and out of the site. Channeling 
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devices such as cones, signage or barricades will be used to route traffic at the work site. 

Appropriate signage will be placed in each area to ensure traffic re-rerouting or restricted flow. 

Signs not being used will be immediately covered or removed. High-visibility vests will be required 

for personnel working in such areas. 

 
 

4. Flagmen 

When the work activity necessitates the need for flagmen to allow traffic flow in and out of the 

site, flagmen will be assigned as needed. Permitting related to the City of Vernon is not 

anticipated. Flagmen will have at a minimum: 

 

� Reflective Vests (Traffic Rated only); 

� Two-way communication; and 

� Proper flagging devices such as flags and handheld two-sided “STOP” and “SLOW” signs. 

 

5. General Rules for On-site Traffic 

 Flaggers, when used, will be in the sight of each other or have direct communications at all times. 

 

� A flagger will never turn their back to oncoming traffic. 

� All traffic control devices that are not applicable at any specific time will be covered or 

removed. 

� Vehicles, equipment, and workers and their activities will be restricted to one side of the 

roadway unless the nature of the work necessitates flagging from both sides. 

� Traffic cones will be a minimum of 36 inches in height. 

� Entry roads to the working areas will be posted with signage indicating the site as an active 

work zone and proper speed limit signage will be posted, as needed. 

� The Project speed limit is 5 miles per hour and will be enforced at all times. 

� Cell phone use is not permitted while operating a motor vehicle on-site. 

 

6. Dust Control during Transportation 

 
Materials for off-site disposal will be transported in tarped end-dump trailers/trucks, to an 

approved disposal facility. All waste hauler vehicles will be decontaminated prior to leaving the 

enclosure or work area and will also be decontaminated in the West Yard Truck Wash prior to 

site exit. Tarping and load preparation will be in accordance with the Closure Plan, including 

Appendix G. Also, pre-loading and decontamination checklists will be completed as required by 

Closure Plan Appendix G. 
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7. Traffic Control 

Truck Staging Area: Prior to loading at the Project site, all trucks will be staged on-site as much 

as possible to avoid impacts on the local streets. Careful coordination of trucks will be exercised 

to help avoid staging off-site and long wait times for trucks. Trucks will not be allowed to sit idling 

more than 5 minutes to avoid unnecessary exhaust fumes or noise pollution. 

Site Access Control: Waste haulers will enter the Project site from Bandini Blvd.; temporarily park 

on visqueen sheeting within the enclosed work area; receive their load; and, proceed 

throughout the site on existing concrete and/or asphaltic composite roadways back to the 

designated gate for exiting left out on to Bandini Blvd. 

Speed Limit: While on the Project site, all vehicles are required to maintain slow speeds, e.g., 

less than five miles per hour (5 mph), for safety purposes and for dust control measures. While on 

streets or freeways, all transporters will follow the speed limit requirements and defensive 

driving techniques (based on traffic or road conditions) for traffic safety. 

 
 

8. Transportation Routes 

All routes will proceed from the facility directly toward Bandini Boulevard, turn left onto Bandini 

Boulevard and merge onto I-710. Attachments 2-7 are maps to recycling/waste facilities with 

designated directions for Project site ingress/egress routes on to arterial streets that lead to 

freeway access; are approved for truck traffic; and, which minimize any potential impact on the 

local neighborhood. Transportation of impacted material will continue on freeways to facilities 

as designated in the Closure Plan, Appendix Z. Moving along the proposed transportation route, 

all street intersections are controlled by traffic lights or stop signs. Any change from the Bandini 

to I - 710 portion of routes will require DTSC approval. Trucks using alternate routes will be 

documented on a transportation log that includes the date, time, truck identification, manifest 

number, route taken and contents of the load. The Transportation Log will be submitted daily 

when there are entries. 
 

All trucks leaving the facility will be marked with a yellow flag having a visible area of at least one 

(1) square foot, attached to the high rear end of the trailer in a location visible to pedestrians. 
 

All materials will be shipped by licensed waste hauler in tarped trucks under manifests or 

proper shipping documents to a proper disposal, recycling, or reuse facility. All removal, 

transportation, disposal and site restoration activities will be performed in accordance with all 

applicable federal, state, and local laws, regulations, and ordinances. 

 

To the best of AIS’s abilities, trucks will be routed away from schools but should trucks need to be 

routed within a quarter mile (excluding freeways) of a campus, AIS will coordinate with the school 

administrator or designee to avoid pedestrian and vehicular routes to schools. In addition, Exide 

will notify the Los Angeles Unified School District’s (LAUSD’s) Office of Environmental Health and 

Safety (OEHS) by calling (213) 241-3199. Notifications to the LAUSD’s Transportation Branch (213-

580-2950) will be made should project-related traffic cross over pedestrian or vehicular routes to 

schools.  Exide’s project manager or designee will notify LAUSD of the expected start and end 



Phase 1 Closure at Exide Facility American Integrated Services, Inc. 

Vernon, CA Traffic Management Plan 

 

  

4 

 

dates for various portions of the project that may affect traffic through the areas. Trucks and 

construction vehicles that may encounter school buses using red flashing lights will stop, per 

provisions in the California Vehicle Code. 

 

A copy of route maps, as well as hours of operation, will be provided to all workers hauling 

material to and from the site. AIS will ensure that drivers understand that travel on residential 

streets is prohibited. Also, AIS will ensure that drivers understand the approved truck routes and 

will provide a written statement confirming that the transportation routes have been provided 

and reviewed by the truck driver(s), and the route will be followed, except to the extent that 

road closures require an alternate route 

 

 

9.  Transportation Route Alterations 

 
Should the transportation route need to be altered for vehicular traffic exiting the Site onto 

Bandini Boulevard and proceeding to the I-710 portion of the route, AIS will inform the DTSC at 

once and gain approval of the route alteration. In order for the alternation to be requested, the 

following criteria must be met: 

 

a) Criteria for employing backup route(s) would be based on documented traffic or other 

delays of 10 minutes or greater from exiting unto Bandini Blvd to the I-710 on-ramps.  

 

Notification shall begin with a verbal request and a written request to the DTSC Field 

Representative. Trucks using alternate route(s) will be provided an “alternate route map” prior 

to exiting the facility. The transport will be documented on a transportation log that includes the 

date, time, truck identification, manifest number, route taken, and contents of load. The 

transportation log will be submitted to DTSC daily when there are entries. 

 

If the alternate criteria is initiated, backup routes should avoid residential streets, including 

streets with schools. Residential streets may only be used as backup route in the event of traffic 

delays of 45 minutes or greater and truck traffic in either direction must be relegated to no 

greater frequency than one truck per 20 minutes and only between the hours of 9:00 a.m. and 

7:00 p.m. 
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P.O. BOX 92316, LONG BEACH, CA 90809-2316   (310) 522-1168  FAX (310) 522-0474

DRAWN BY:  DW
APPROVED BY:  PDH
DATE:  08/10/16

SITE LOGISTICS PLAN

LEGEND

DESIGNATED GATES

SITE LOGISTICS PLAN
EXIDE TECHNOLOGIES PHASE I CLOSURE
2700 S INDIANA ST
VERNON, CA  90058

Bandini Blvd

26th Street

Indiana Street

Truck Loading/Corridor

Secondary Entrance

Primary Entrance and Exit

1

Equipment & Temporary
 Bin Laydown

Route to and from the temporary
bin laydown area

To be used on an as needed
basis by clean vehicles only.
Hazardous waste will not
leave through this gate.

Venicle Path Of Travel

Venicle Path To Laydown Area

Clean Vehicle Path Of Travel. 
Vehicles Will Not Carry Hazardous Materials.
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I­5 N, Los
Angeles CA

2700 S
Indiana St

5375 S Boyle
Ave, Vernon,

CA 90058­
3923

Use of  direct ions and maps  is  subject   to our Terms of  Use.  We don’t  guarantee accuracy,   route condit ions or usability.  You assume all  risk  of

use.

16.  5375 S BOYLE AVE is on the right.

Your destination is just past E 54th St.

If you reach E Slauson Ave you've gone about 0.2 miles too far.

5375 S Boyle Ave, Vernon, CA 90058­3923

This leg of your trip is:

9 minutes   3.76 miles·

https://hello.mapquest.com/terms-of-use


Phase 1 Closure at Exide Facility American Integrated Services, Inc. 
Vernon, CA Traffic Management Plan 

 

  

 
 

 

 

 

 

 

Attachment 3 

Non Haz Waste Class III Locations 

  



Imagery ©2017 TerraMetrics, Map data ©2017 Google 2 mi

5 min (1.6 mi)

1.3 mi

0.3 mi

17 min (17.0 mi)

1.9 mi

8.6 mi

6.1 mi

0.2 mi

Drive 22.9 miles, 59 min3841 Bandini Blvd, Vernon, CA 90058 to 
Azusa Land Reclamation, Azusa, CA

Page 1 of 23841 Bandini Blvd, Vernon, CA 90058 to Azusa Land Reclamation, Azusa, CA - Google ...

1/6/2017https://www.google.com/maps/dir/3841+Bandini+Blvd,+Vernon,+CA+90058/Azusa+Land...



Partial restricted usage road
Destination will be on the left

0.2 mi

12 min (4.3 mi)

1.0 mi

0.4 mi

0.3 mi

0.7 mi

0.2 mi

1.0 mi

0.5 mi

338 ft

404 ft

Page 2 of 23841 Bandini Blvd, Vernon, CA 90058 to Azusa Land Reclamation, Azusa, CA - Google ...

1/6/2017https://www.google.com/maps/dir/3841+Bandini+Blvd,+Vernon,+CA+90058/Azusa+Land...
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Imagery ©2017 TerraMetrics, Map data ©2017 Google, INEGI 20 mi

5 min (1.6 mi)

1.3 mi

0.3 mi

4 h 7 min (270 mi)

1.9 mi

22.2 mi

27.9 mi

4.4 mi

18.2 mi

Drive 284 miles, 5 h 51 min3841 Bandini Blvd, Vernon, CA 90058 to 
South Yuma County Landfill, Yuma, AZ

Page 1 of 23841 Bandini Blvd, Vernon, CA 90058 to South Yuma County Landfill, Yuma, AZ - Goo...

1/6/2017https://www.google.com/maps/dir/3841+Bandini+Blvd,+Vernon,+CA+90058/South+Yuma...



Entering Arizona

Destination will be on the right

50.6 mi

66.6 mi

6.3 mi

14.3 mi

57.7 mi

0.3 mi

17 min (11.9 mi)

9.4 mi

2.0 mi

0.5 mi

Page 2 of 23841 Bandini Blvd, Vernon, CA 90058 to South Yuma County Landfill, Yuma, AZ - Goo...

1/6/2017https://www.google.com/maps/dir/3841+Bandini+Blvd,+Vernon,+CA+90058/South+Yuma...
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Recycling Locations 
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